
Duracoat PU Hygiene Wall Coating

What does it do?
SCL Duracoat PU is a two part, coloured, UV stable
polyurethane coating for application onto wall surfaces 
such as wood, plaster and concrete. It provides a 
hygienic, decorative finish with no VOC’s (Volatile Organic
Compounds) and is ideal as a wall finish-sealing coat, 
even when applied onto existing prepared coatings. The
system has good abrasion and impact resistance, offering 
a strong and durable finish that has good resistance against
chemicals and hot water. SCL Duracoat PU has been
specifically developed for areas where cleanliness and
hygiene are of prime importance and is available in both 
matt and satin finishes.

Where can it be used?
SCL Duracoat PU is recommended for use in areas such
as laboratories, clean rooms, food and preparation units 
and pharmaceutical/healthcare areas. It provides a tough,
hygienic wall finish that can be easily cleaned, as it is
resistant to steam and hot water.

System benefits
• Tough, high performance matt or satin finish

• Available in 5 Litre pack sizes

• Does not support fungal or bacterial growth 

• Application can be by brush or roller

• 12/16 hours drying times for light traffic

• One or two coats required onto a primed surface

• Range of colours available

• 5 Litres will cover approximately 40 square metres

• 12 months shelf life if stored correctly and unopened

• Life expectancy up to 5 years

Preparation
For good adhesion, surfaces to be coated should be clean,
dry and free of any contaminates. One or two coats should
be applied upon a primed surface in order to cover most
substrates. Good drying conditions should prevail with
temperatures between 5 to 300ºC and with maximum 70%
humidity. Experienced applicators can assess the situation 
to verify the surface suitability, however if in doubt please
contact Seamless Coatings for further advice.
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Application
sCl duracoat pU can be applied by roller or brush to most
vertical surfaces, such as concrete, wood and plaster. One
or two coats will generally provide an even and uniform
finish, when applied over a suitable primer. Care should 
be taken when mixing the hardener to the base, ensuring
that the hardener is properly dispersed and no air has been
trapped within the product. The mix must be thorough
enough to create a creamy consistency and applied
immediately. The ambient temperature of the application
area should not be allowed to fall below 50ºC. Ideally, 
the application area should be heated to a minimum
temperature of at least 15ºC in order to stabilise installation.

Cleaning
Clean all brushes and rollers after use with a suitable
industrial cleaning substance.

Precautions
• Wear gloves, goggles and suitable protective clothing

• In case of contact with eyes and skin, the contaminated
area should be dry wiped immediately and thoroughly
washed with clean water, before seeking medical advice

• Keep out of reach of children 

• Protect from freezing

Technical support
If you would like any information on SCL products 
please call: 01384 413815 or email us at:
sales@seamlesscoatings.co.uk

Disclaimer
The information contained herein is to the best of our knowledge true and
accurate and is given in good faith, but without warranty. The user will be
deemed to have satisfied him/herself independently as to the suitability of
our products for his/her own patricular purpose. In no event shall Seamless
Coatings be liable for consequential or incidental damages.


